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BATTEN
UP.
Weathertex Weathergroove panels are perfect to create the Batten Up look. Primed 
or Natural panels are used as the main building façade. Batten dimensions, spacing 
and profiles can be consistent and uniform, or alternatively they can be varied, to 
create unique sequences for a customised look. When multiple timber battens are 
added in a series, they create a linear effect that adds texture, dimension and rhythm 
to a façade or interior. Create the look with Weathertex...

Achieve an inspiring, textured 
timber project today...

Create the look.

Ideal application for:
Residential
Commercial
Retail
Warehouse

Installation Manual
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INSTALLING WEATHERTEX WITH BATTENS
Weathergroove 75 Natural 
cut down into battens. 
Weathergroove 300 Natural 
used as main panel.

Weathergroove has a range of panels with various groove spacing, 
including 150, 300, 600, 1200mm and a range of textures.

Install the Weathergroove panels according to the latest Weathertex 
Installation Manual using the Weathergroove joiner and joining method. 
This ensures a mechanical, watertight expansion join between panels. 
*Note: Aluminium Weathergroove joiner will be hidden by the batten and 
therefore it can be used with the Natural range without being visible. The 
use of the Weathergroove joiner allows off-stud joining and reduces labour 
and wastage. 

Select suitable battens from your local hardware store to create the desired 
effect. Ensure that the selected batten is:
• Suitable for external use
• Meets your aesthetic requirements
• Minimum 9.5mm thick
• Meets local, state and federal requirements (Such as Bushfire Attack 

Levels, Durability, Structure)
*Note: Chosen batten may exhibit tannin bleeding and may lead to slight 
staining of the Weathertex or other materials. 

Fasten through your selected batten and Weathertex into the structural 
subframe. Fasteners may penetrate the flanges of the Weathergroove 
joiner. Sealant may be required between the batten and Weathertex system 
for durability and additional weatherproofing. Horizontal battens not 
recommended.
*Note: It is the builders responsibility to ensure a suitable fit for purpose 
fastener is chosen for connecting the batten to the frame. Ensure the 
chosen fastener and fastening pattern meets structural requirements for 
attachments. 
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Step 2 - Weathergroove Installation

Step 3 – Batten Selection

Step 4 – Batten Installation

Step 1 - Product Selection

This flyer is only to be used as a general guide. This guide is to assist builders/DIY/etc. with general installation tips and batten selection in order to achieve the ‘Batten Up’ 
style. This flyer must be read in conjunction with the current Weathertex Installation Manual and other related technical literature such as construction details.

Weathertex does not manufacture, supply or warrant the batten component of this system, and therefore does not take responsibility in the installation of the battens. 
Please contact your local hardware store regarding information on warranties and further information on selected products.
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